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Barnet Gris
G.128

Barnet Blanco
G.128

Dorset Marrón
G.213

Cenefa Basildon Blanco
15,8x31,6 cm.
G.28

Cantonera 
Basildon
Blanco
15,8x15,8 cm.
G.49

Cantonera 
Basildon 
Natural
15,8x15,8 cm.
G.49

Cantonera 
Basildon 
Terra
15,8x15,8 cm.
G.49

Cenefa Basildon Natural
15,8x31,6 cm.
G.28

Cenefa Basildon Terra
15,8x31,6 cm.
G.28

Barnet Cuero
G.128

Halton Marrón
G.213

Carron Blanco
G.136

Carron Natural
G.136

Carron Terra
G.136

Barnet Negro
G.128

Barnet Terra
G.128

Barnet Natural
G.128

Merton Marrón
G.213

Harrow Grafito
G.213

BARNET Pavimento Floor Tile    Pasta Roja  Red Body BIb / ISO 13006 - H

31,6x31,6 cm. 12.4x12.4 inches

BARNET CAJA / BOX  PALET / PALLET

FORMATOS SIZE PIEZAS / PIECES M2 ML KG CAJA / BOX M2 ML KG

9 31,6x31,6 cm. 12.4x12.4 inches 10 1 · 20 56 56 · 1120

15,8x15,8 cm. Cantonera 6.22x6.22 inches 4 0,10 · 2,11 · · · ·

15,8x31,6 cm. Cenefa 6.22x12.4 inches 15 · 4,74 14,24 · · · ·

Rodapié Barnet 
Barnet Skirting tile

G.19 8x31,6 cm. 3.2x12.4 inches 32 · 10,11 14,56 88 · 889,68 1281
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Blakeney
G.148

Harrogate
G.148

Kendal
G.148

Oxford
G.148

York
G.148

Canterbury
G.148

BARNET Pavimento Floor Tile    Pasta Roja  Red Body BIb / ISO 13006 - H

31,6x31,6 cm. 12.4x12.4 inches

BARNET CAJA / BOX  PALET / PALLET

FORMATOS SIZE PIEZAS / PIECES M2 ML KG CAJA / BOX M2 ML KG

9 31,6x31,6 cm. 12.4x12.4 inches 10 1 · 20 56 56 · 1120
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CL 2
R 10
CL B
+ 36

SLIP RESISTANCE. With the purpose of providing increased safety in areas of pedestrian foot traffic 
where moisture and/or slopes are greater than normal, we have carried out tests according to the 
norms: UNE 41901:2017 EX, UNE 41902:2017 EX, DIN 51130, DIN 51097, BS 7976-2:2002. For more 
information on this, contact our Technical Department.

ANTIDESLIZANTE. Con el fin de dar una mayor seguridad en aquellas áreas transitables, cuyas condiciones 
de humedad y pendientes son mayores de lo habitual, hemos  realizado las pruebas de ensayo según 
las normas: UNE 41901:2017 EX, UNE 41902:2017 EX, DIN 51130, DIN 51097, BS 7976-2:2002. Para más 
información, consultar nuestro departamento  técnico.   


